JUMBO SHAFT DATA |
W N/

When ordering a shaft, specify the following:

1. Jumbo Rotary Seal. T

2. Type of shaft desired. Automotive or regular. Uagres e )
GCr-850, 851, 852, 853 are provided with hand oF Fien £L° Type of Teans, A
operating features. Type of l

3. The “EL” (extended length) dimension. motor Li:?*:d?f S?ﬁ; (EUt
2%" must protrude beyond outer wall of vehicle \ / Em;es)'”g rom mofor

if outer bearing housing is used. 1%”, if not. M-100-90 with GCr-851-5

When ordering a Jumbo Rotary-seal Motor,
use the above Part Numher example.

=

Automotive uses tapered serations to hold arm fixed on shaft.

GCa-850-EL
Jumbo
(¥s'' Shaft)

GCa-856-EL
Jumbo

(38" Shaft)

GCr-850-EL
Jumbo R. S.
(4" Shaft)

o

GCr-856-EL

Jumbo R. S.
(%4’ Shaft)

GCr-862-EL
Jumbo R. S.
(3" Shaft)

GSr-850-EL
Jumbo R. S.
(Xs'' Shaft)

Regular uses set screw to hold arm fixed on shaft.

GCa-851:EL
Jumbo

(Hes'' Shaft)

c—1

LK

|

GCa-857-EL
Jumbo

(8" Shaft)

GCr-851-EL
Jumbo R. S.
(Xs"' Shaft)

& ==

N

GCr-857-EL
Jumbo R. S.
(34" Shaft)

GCr-863-EL
Jumbo R. S.
(34’ Shaft)

GSr-851-EL
Jumbo R. 8.
(K" Shaft)

GCa-852-EL
Jumbo

(Hes'' Shaft)

LI

GCa-858-EL
Jumbo

(3%8"" Shatt)

GCr-852-EL
Jumbo R. S.
(Xs'' Shaft)

GCr-858-EL
Jumbo R. S.
(3" Shaft)

GCr-864-EL
Jumbo R. S.
(34" Shaft)

i

GSr-852-EL
Jumbo R. S.
(X'’ Shaft)

GCa-853-EL
Jumbo

(3" Shaft)

Coar:

GCa-859-EL
Jumbo

(34" Shaft)

GCr-853-EL
Jumbo R. S.
(X'’ Shaft)

GCr-859-EL
Jumbo R, S.
(34" Shaft)

GCr-867-EL
Jumbo R. S.
(34’ Shaft)

GSr-853-EL
Jumbo R. S.
(X'’ Shaft)

GCa-854-EL
Jumbo

(Hs' Shaft)

GCa-860-EL
Jumbo

(2" Shaft)

GCr-854-EL
Jumbo R. S.
(34s"" Shaft)

GCr-860-EL
Jumbo R. S.
(3’ Shaft)

GCa-855-EL
Jumbo

(X¢"" Shaft)

|

GCa-861-EL
Jumbo

(%" Shaft)

GCr-855-EL
Jumbo R. S.
(X'’ Shaft)

GCr-861-EL
Jumbo R. S.
(%" Shaft)




